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Forword

Congratulations on your purchase!
Please read this manual and save it for future reference.
If you need additional help, please contact your provider.

Easy control DSP functions
Easy control DSP functionen
DSP ENCORDER / CONTROLLER

The red encorder is an endless data wheel with push function to enter menus
and confirm settings.

With this encorder the whole DSP can be controlled.

BEFORE SWITCH ON

Take care, that the connect input mode (MIC or LINE) is selected. Turn both

gain controllers to left position. Switch ON the Welcome will be displayed for
same seconds (initalizing).

The display shows the home screen after initializing.

MASTER VOLUME

The default setting is +00 position. Turn the red DSP controller to change the
master colume (from -60 up to +10).

INPUT GAIN SETTING

Set the input gain of both input channels with the gain controls. If the display
show CLIP, reduce the gain of the clipping input.

DSP FUNCTIONS
Press the red gain controller to enter the DSP menu.

Press and rotate the DSP controller to edit the 3-band EQs (+/- 12dB).

Scroll down in the main menu to display more DSP functions:
MODE (sound modes): MUSIC, LIVE, DJ, SPEECH
SETUP (speaker position): NORMAL, MONITOR

SUB (LOW CUT;) OFF, 80Hz, 100Hz, 120Hz, 150Hz
DELAY: OFF, 0.1MS--16.0 ms
LCD DIM: Switch ON or OFF the display dim function

BRIGHT: Set the brightness of display
CONTRAST: Set the contrast of display
RESET: Reset to factory default settings

INFO: Shows version of DSP
EXIT: Back to home screen

Technical Data

L

DSP CONTROL
PUSH TO EDIT

DSP

DIGITAL SIGNAL PROCESSOR
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DSP EQ modes: high (+dB), low (+12dB)

DSP modes: music, live, DJ, SPEECH

Sub low cut: B0 Hz / 100 Hz / 120 Hz / 150 Hz
Digital master level: 70 steps (-60/ +10)

Factory reset function

Graphic backlit display

Bi- amped 1.00 W Class-D peak (350 W + 50 W RMS)
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2. LCD display

3. DSP Control Encoder

4, MIC/LINE Switch
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STICEPRO

Technical Data
124 dB max. SPL (45Hz - 20Hz / -10dB)
90° x 60° coverage

15" woofer and 1.75 high frequency driver
2 x XLR COMBO input connectors

1 x XLR mix output

Connection panel & features
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AC 100-240V~ - 50/60Hz
FUSE: 4AL 250V

Connection Panel

1. Bluetooth Switch 5. Input - connectors

Press the switch to open bluetooth. Symmetric XLR/6.3 jack combo connector.

6. Aux Input - connector
Graphical LCD display showing all parameters of ~ RCA (R+L) line in of mixed signal

the internal EASY CONTROL DSP. 7. Mixoutput - connector

Balanced sum output of mixed signal.
Encoder to adjust all DSP settings, PUSH to 8

. Input Gain controllers
enter menus.

Adjusts the level of the input signals (input gains).
Reduce the level in case of signal distortion.
Switch, to adjust input sensitivity. If the switch

is in position <=, the input sensitivity is adjusted
to microphone level. If the switch is in position i
the input sensitivity is adjusted to line level.

9. Mains switch
Switch to turn ON or OFF the speaker.

10. Mains connector
Mains connector, for power mains cable.
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